Monteringsvejledning Celtis 2.0 TW

RECESSED INSTALLATION:

1 Install panel light on the ceiling board. .

Caution:

A Turn over panel light with 45°and put it on the ceiling board.
Do not press or pass through ceiling board strongly.

B Carefully install it so that it get a good lighting effect.

C Consider the installation specification(Size) before choose the recessed
panel light.

D DO NOT PUT THE DRIVER ON THE BACK PANEL

2 Take the lighting surface of panel light down.
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3 Aligning the site of panel light and ceiling board and finish the
installation.

4 The picture for finishing the installation and light it.

IMPORTANCE:

A Finish the installation, check the connectors.

B Check all connectors' "+" and "-" poles to be connected correctly.
C Check the sites with screws are locked tightly or not.
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Remark:driver for wire connection demo only
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Accessories

1 Making a hole @6mm in the installation position.
2 Using screw (7) to fix accessory (1) on panel as showing above

3 Put the expansion rubber plug(4) into the hole on the ceiling and fix the
accessory (2) with screw (6) as showing above.

4 Pass the steel cable into accessories 3 and 5, going out from the hole of
accessory 2. Finally screw the accessories 2 and 5 between them

5 Keep the panel and wire the accessories 1 and 3, adjusting the height
of the cable with accessory 5.

6 Wrap up exceeding cable.

GENERELLE BEMAERKNINGER:

1 prov at undg§ staerke magnetfelter under installationen og
hgjspaendingsomrade.

2 Sprg for en korrekt forbindelse for at undg4 kortslutningsskader p&
komponenter og udlgse brande.

3 Kontroller den lokale spaending i overensstemmelse med
produktkravene, inden du bruger produktet.

4  Kontroller at ledninger er forbundet korrekt. Taend derefter stremmen.
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