VALETTA HC
MONTERINGSVEJLEDNING

Sikkerhedsforanstaltninger

Laes venligst denne brugsanvisning omhyggeligt inden du installerer lysarmaturerne.

Tighten the switches on the left and Lysarmaturerne skal installeres, tilsluttes og testes af en autoriseret installatgr.
,,,,,,,,,,,,, rightsides Lampen skal altid installeres og udskiftes med forsigtighed.

Kontroller at den lokale spaending er i overensstemmelse med producentens krav, inden du tilslutter produktet.
. . Udskiftning ma kun ske, nar stremmen er slukket, og lampen er helt nedkglet.
4.LED module replacement instruction . _
Nar en lampe skal renggres, skal du slukke for stremmen og lade den afkgle helt. Renggr armaturet med en fugtig klud

og et standard PH-neutralt renggringsmiddel. Efterbehandling af rustfrit stal skal opretholdes regelmaessigt.
Replacement method

Ved misbrug af eller eendringer i armaturet bortfalder garantien.
A. Move the latch and open the aluminum material.

Replace LED module Tildeek ikke armaturerne med gvrige materialer.

B. Loosen the 4*20 screw until the lens can be o . X X .
completely pulled out; Udskiftning af armaturet ma udelukkende ske af en autoriseret el-installatgr eller en tilsvarende kvalificeret person for
C. Disconnect the DC cable connected to the end of at undga fare.

the power supply;

D . Remove the protective coil and the nylon rivets on

the light board, and then pull out the light board: Temperature Characteristics T-ambient 25 C Electrical Characteristics
E . To replace the LED module or power supply;
F . After the installation is complete, install it again Temperature Input Voltage:
according to the original disassembly metho. Operating  -20~+40C AC220-240V  50/60Hz
Storage  -40~+85C PF:0.90  THD<20%
Power Efficiency:20.92
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& 1.Product Dimension
s

Replaceable (LED only) light source by a professional. Replaceable control gear by a professional.
| 1250/1550mm
This product contains a light source of energy efficiency class <B>. 60W/80W(4000K/5000K) |;\ . : o
This product contains a light source of energy efficiency class <C>. {100W(3000K-6500K) / (60W/80W(3000 / 6500K)} & a3
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2.0peration and connection

Option 1

5 pole push-in terminal block through-wiring 7 pole push-in terminal block through-wiring

Standard DALI

1,6-2,5mm?: 12 mm

1,5-2,5mm?: 12 mm

Option 2

Wieland plug (available on request) (Applicable 5-position terminal)

3.Installation
Mounted directly to ceiling or on horizontal wire with diameter from 4 to 10 mm. Suspension hooks are integrated in the end caps.

Surface installation

1.Release the switches on the left and
right sides

2.Push both sides inwards at the same
time to open it

Tighten the switches on the
left and right sides

1.Release the switches on the left and |
right sides I

) ’ |
N ? /" 2Push both sides inwards at the same |
@ RN time to open it I
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